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GENERAL NOTES

Reinforcement bars shall conform to the requirements of ASTM A
706 Gr 60 (IL Modified). See Special Provisions

Reinforcement bars designated (E) shall be epoxy coated.

Plan dimensions and details are subject to routine variations. The
Contractor shall field verify existing dimensions and details offecting
new construction and make necessary approved adjustments prior
to construction or ordering of materials. Such variations shall not be
cause for additional compensation for a change in scope of the work,
however, the Coniractor will be paid for the quantity actually furnished
based upon the unit price bid for the work.

All structural work shall be coordinated with the work shown in the
electrical plans.

Bridge lighting shall remain operational during construction.

Replacement of anchors at existing railing post shall be included with
CONCRETE SUPERSTRUCTURE.

Furnish and install coupling nuts and boit extensions, together with
cutting and rethreading of existing anchor bolts, shall be included with
CONCRETE SUPERSTRUCTURE.

Epoxy grouting for reinforcement bars shall be included with
REINFORCEMENT BARS, EPOXY COATED.
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PLAN
Proposed Improvements: Existing light standard concrete supports
are to be repaired at each location. All structural work shall be
coordinated with the work in the electrical plans.
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TOTAL BILL OF MATERIAL Range 9 W - 3rd P.M. ST
%, OF
ITEM UNIT | TOTAL / iy
/ LINOB
Concrete Removal Cu., Yd. 2.7 30 29 i
Concrete Superstructure Cu Yd | 2.7 = 4 f’/’; o7
Reinforcement Bars, Epoxy Codted Pound | 96 - FAT 270
Anchor Bolf 1" ¢ Each 8 § // N
_ g I
DESIGNED MEL — 200 311/ [ 3|2 /%m/ W ol
CHECKED DWP DAVID W.PETERMEIER
ENGIREER OF BRIDGE 0ESIGN l 1 / | EDWARDSVILLE, ILLINOIS
oRawn PRC e MODJESKIMASTERS '
I ] \ LOCA TION SKE TCH ILLINOIS LICENSED STRUCTURAL
CHECKED MEL Consuiting Englneers ENGINEER NO. 081-005642
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